
                                                                                                                
 

 

 
Specification Sheet for Oceans 2® Leathercloth 

 
UV Coated Outdoor and Marine Cloth 

 
Stock Code LC02 

 
 

Width:     137 cm. 
 
Thickness:     1.1 mm. 
 
Roll Length:     30 metres (nominal). 
 
FR Resistance:    As 1530-3. 
 
Backing:     Double knit polyester/rayon for extra strength and flexibility. 
 
UV Protection:    High UV Inhibitors for outdoor use. 
 
Anti-Mildew: Sanitized protection on backing to prevent mildew and 

bacterial growth. 
 
Warranty: 2 years 

 
 

Flame Test report: Passed all of the following: 
 

Test Subject Conditioning to:  FAR Part 23/27.853 Appendix F Part 1 (a). 
 
Flame Setting to:   FAR Part 23/27.853 Appendix F Part 1 (d). 

 
Vertical Test  (60 sec burn): FAR Part 23/27.853 (d)(3)(I). 

 
Vertical Test (12 sec burn): FAR Part 23/27.853 (d)(3)(II). 

 
Horizontal Test (15 sec burn): FAR Part 23/27.853 (d)(3)(a). 

 
Fuel Type:   Propane Gas. 

 
Flame Temperature:   346ºC. 
 

  
Please note that when the application is an aircraft each batch must be tested before fabrication to ensure 
the current batch meets the standard required. 
 
 


