
Single-Point Cam Without Projection Latching
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Material:

 � Steel, zinc plated or stainless steel 
(304) or acid-proof stainless steel 
(316).

 � Protective cap: PVC.

Notes, Tests:

Other lengths and versions available 
on request.
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Single-point cams for use with housings with internal limitation of rotation. 
096001 is a protective plastic cap for cams. The cap fits on the end of the cam and 
will prevent scratching of coated surfaces, prevent rattling and make cams operate 
smoother. 
* Straight cam 
C = Housing length. 
H = Outside face to engagement point of cam.

Single-Point Cam without Projection

P/N Steel P/N SS (304) P/N SS (316)
H-measurement of cam below.

C=12 C=18 C=30 C=35 C=45 C=56

232101-U 233001-U 239001-U -- 4 16 21 31 42

232102-U 233002-U 239002-U -- 6 18 23 33 44

232103-U 233003-U 239003-U 2 8 20 25 35 46

232104-U 233004-U 239004-U 4 10 22 27 37 48

232105-U 233005-U 239005-U 6 12 24 29 39 50

232107-U 233007-U 239007-U 8 14 26 31 41 52

232108-U 233008-U 239008-U 10 16 28 33 43 54

232109-U * 233009-U * 239009-U * 12 18 30 35 45 56

232110-U 233010-U 239010-U 14 20 32 37 47 58

232111-U 233011-U 239011-U 16 22 34 39 49 60

232112-U 233012-U 239012-U 18 24 36 41 51 62

232114-U 233014-U 239014-U 20 26 38 43 53 64

232115-U 233015-U 239015-U 22 28 40 45 55 66

232116-U 233016-U 239016-U 24 30 42 47 57 68

232117-U 233017-U 239017-U 26 32 44 49 59 70

232118-U 233018-U 239018-U 28 34 46 51 61 72

232120-U 233020-U 239020-U 30 36 48 53 63 74

232121-U 233021-U 239021-U 32 38 50 55 65 76

232122-U 233022-U 239022-U 34 40 52 57 67 78

232123-U 233023-U 239023-U 36 42 54 59 69 80

232124-U 233024-U 239024-U 38 44 56 61 71 82

232131-U 233031-U 239031-U 40 46 58 63 73 84

232172-U 233072-U 239072-U 42 48 60 65 75 86

232127-U 233027-U 239027-U 44 50 62 67 77 88

096001 Protective plastic cap for cams


